- TR e

Chuyén chd niém tin

Thang may tai khach - Dong PE
Passenger Elevator - PE Series

www.the.vn



[}D Lo Qidi thieu/ Infroduction
OO0 I

I

Thang may tai khach Thién Nam — dong san
pham PE tiéu chuan la lra chon t6i wu cho
cac tda nha, khach san, biét thy ¢ sb tAng tr
3 — 6 ¢6 tan suét hoat dong khéng cao dang
dwoc xay dwng trong cac thanh phd 16n va tai
nhiéu dja phwong trong ca nwoc.

Déng thang may PE duwoc thiét ké gon, nhe va
c6 dd tin cay tét do dwoc gia cdng chinh xac,
san xudt hang loat v&i mirc d6 chuan héa cao.
Day la yéu t6 dé thang may gidm duoc gia
thanh san xuét.

Qua céc thiét ké tron bé v6i kiéu dang trang
nha cha dong thang may PE sé giup khach
hang Iwa chon nhanh chéng kiéu phu hop véi
thiét ké clia toa nha.

Cac cao bc, biét thy can co kién trac dep hoac
bj gi¢i han khéng gian tang mai khi st dung
thang may cé phong may, dong PE cua Thién
Nam c6 thé dap (ng nhu ciu d6 véi loai thang
may khéng phéng may tiéu chuén.

Khach hang c6 thé Iwa chon cac loai tai trong
320kg (4 ngwdi), 450kg (6 ngudi) va 600kg (9
ngudi), tbc dd 1m/s cho ca hai loai ¢6 phong
may va khoéng phong may.

Thoi gian giao hang c6é thé rat nhanh chéng.

Thang May Téi Khach - Déng PE
Passenger Elevator - PE Series
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Thien Nam’s Passenger Elevator — PE series
is an optimal selection for Building, Hotel, Villa
with 3 — 6 floors, not high working frequence,
which is built in the big cities and some
provinces in Vietnam.

PE series is designed compact, light and high
trustfulness because PE is manufactured at
high accuracy, mass production with the
perfect standardization, this is a reason why
PE can reduce the production cost.

Thank to the package elegant designs, PE
series can help customers to decide promptly
on the suitable forms for their buildings.

The Building or Villa needs a beautiful design,
but the design is limited by the roof when
applying the machine room of elevator, PE
series can meet the requirement with the
machine room less standard elevator.

Now the customers can choose the load from
320kg (4 persons), 450kg (6 persons), and
600kg (9 persons), speed of 1m/s for both
elevator types: Machine room and Machine
room less.

Delivery time can be very fast.



Tinh nang ky thudit/ Technical Feq’rur_es’

Hé théng hoat déng

- Diéu khién tap hop cung chiéu: khi & ché do
hoat déng nay, thang sé 1an luot phuc vu cac 1énh
goi theo chiéu dang di chuyén, sau d6 thang sé
phuc vu theo chiéu nguoc lai. Khi thang dirng
ding tAng da goi, nit goi twong (ng sé tat dén

- Didu khién chi dgjnh: tir ché @6 van hanh ty déng
c6 thé chuyén sang ché do hoat déng chi dinh
béng cach nh&n nat “Priority” trén bang diéu khién
trong phong thang. O' ché d6 nay, thang may chi
dap (rng cac I1&nh goi tlr bén trong phong thang

Thiét bj an toan cira

Thiét bi nay 1am cho ctra tw déng mé ra trong qua
trinh déng nham ngan ngira sw va dap gitra clra va
hanh khach hodc cac vat dung khac

Tw déng didu chinh th&i gian déng/ mé clra
Thoi gian déng va mé clra thang may sé tw dong
didu chinh tay thuéc vao sé lwvgng cudc goi thang
may tir bén ngoai tAng hodc trong cabin nhdm lam
gia tang hiéu qua hoat dong ctia thang may

Bao qua tai

Khi thang may qua tai, dén sé hién thij, chuéng bao
ddéng sé vang |&n va thang may sé tam dirng hoat
déng tai tng

Bao dirng ting
Dén sé hién thj tAng dén trén bang bao tang,
chudng sé bao khi thang dén tAng can dirng

Ty déng tat quat va den

bé tiet kiém nang lwgng, dén va quat trong phong
thang sé ty déng tat sau mot khoang thei gian da
dinh néu khéng c6 yéu cAu phuc vu nao

Ciru hd tw dong khi mét dign

Khi gap sw c6 mat dién, bd ctru hd sé dwa thang
vé tang gan nhat bang nguén dién dw phong, mé&
ctra dé hanh khach ra ngoai

Pén chiéu sang khi mat dién
Khi mét dién, dén clru ho trén tran cabin sé ty bat 1én

Lién lac bang bd dam

Trong tinh hubng khan cAp, nh&n nat “Goi khén
cap” trén bang diéu khién dé lién lac véi ngudi co
trach nhiém bén ngoai bang bo dam

Operation system

- Full Selective Collective operation: during
operation, lift serves calls from the landings in
moving direction, service calls from the landings in
opposite direction afterwards. When lift arrive at
landing, illumination of corresponding button will be
off

- Attendant operation: lift can be changed from
normal operation mode to attendant operation mode
by an “Priority Switch” located on Car Operating
Panel (COP). During this operation, lift only serves
calls from car inside

Car door safety device

This device makes doors open automatically while
closing to aim preventing passengers or other
objects knocked against doors

Automatic door open/ close time adjustment
Door open/close times are automatically adjusted
depending on numbers of hall or car calls in order to
increase operating efficiency

Over load
When car load exceeds rated load, indicator is on, a
buzzer sounded and lift is prevented from starting

Arrival announcement
Indicator displays the landing floor, a buzzer
sounded

Car fan and light turn-off Automatically
For energy saving, car fan and light turn off
automatically in case there is no hall call or car call

Automatic Rescue Device

In case of power failure, lift will be sent to the
nearest floor by DC power of battery, door open for
passenger getting off

Emergency light
In case of power failure, emergency light on car
ceiling turned on automatically

Intercom system

In case of emergency, press the “Emergency
button” located on car operating panel to
communicate with responsible persons
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n Thang Mdy Tai Khdch - Déng PE Hinh &nh cé thé thay ddi chut it so véi thic 1€ / Real color, design may differ lightly in which shown
Passenger Elevator - PE Series

Thiét k& phong thang, Cla tang/ Car Design, Landing door
) DDD O

Lua chon / Option

Trén / Ceiling
e FC-17, PP601

Vach, Clra / Walls, Doors
s STOO01

Bang diéu khién / COP
« COPOT - BSX

Tay ndm / Handrail
e HR-32,2véch hong
Side walls only

San / Floor
* FG-04

Chiéu sang / Illumination
e Deéndantréntrdn/
Indirect light

Thong gid / Ventilation
« Quatguéng/
Line flow fan

ED - 01




Thiét k& phong thang, Cla tang/ Car Design, Landing door 'D

Lua chon / Option

Tran / Ceiling
* FC-20,PP802

Vach, Cura / Walls, Doors
* STO01
* ST009

Bang diéu khién / COP
* COPO1 - BRX

Tay nam / Handrail
* HR-32, 2vach héng
Side walls only

San / Floor
e FG-09

Chiéu sang / lllumination
* Pénantréntran/
Indirect light

Thoéng gid / Ventilation
* Quatguéng/
Line flow fan

™M HOPO4-BX
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VUl I6ng lién hé vei chung t6i dé biét thém théng tin / Please contact us for more Information Thang Méy Tail Khach - Dong PE Ia
Passenger Elevator - PE Series
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